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APPLICATION

+ Scale
+ Asphaltenes
+ Emulsions
+ Hydrates
+ Foaming
+ Paraffin
+ Corrosion
+ Scavengers

BENEFITS AND FEATURES  

+ Maintains flow assurance
+ Optimizes production performance
+ Helps reduce costly intervention
+ Solid-body design eliminates longitudinal welds,which makes the mandrels ideal for application

sin superior strength and increased pressure capabilities are required

DESCRIPTION AND OPERATION

The WellBoss Chemical Injection Mandrels (CIMs) comprise the completion string connected to 
the surface chemical injection system. CIMs provide operators with precise wellbore chemical 
management to optimize flow assurance and production performance and reduce expensive 
intervention. The welded pup joint mandrel is designed for lower-risk environments such as 
shallow sets, non-deviated wells or land applications.

Integral CIMs feature a single point of injection through check valves, providing checks (one 
hard seat and one soft seat). In the case of dual checks where is the additional redundancy 
built into the valve. The connection to the chemical injection line uses primary and backup 
metal-to-metal ferrules to provide improved sealing and physical strength. Burst disc options 
allow continual verification of control line pressure integrity during installation. The check valve 
has different cracking pressures and can be supplied with external pressure testable connections 
to reduce rig down-time.

WellBoss Integral Chemical Injection Mandrels are manufactured from Low Alloy Steel as standard; 
however, alternative material configurations are available upon request.
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