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SEAL BORE EXTENSION
Seal Bore Extensions are generally used in installations where floating seals are required due 
to excessive tubing contraction. Seal Bore Extensions are designed with the same sealing bore 
ID as the corresponding packer to allow a continuous seal bore for the lower most seals of a long 
seal assembly.

All Seal Bore Packer Accessories meet NACE specification MR0175 for H2S Service  as 
standard. These accessories ar also available in other materials such as:

Seal Bore Extensions are available in a range of lengths to suit specific requirements, as well as a 
variety of standard and premium materials to accommodate virtually any well environment.

MILL-OUT SUB
Mill-Out Subs are used in installations where a larger inside diameter is required to accommodate the 
latching mechanism of a “Packer Picker” wash-over tool. This allows a Permanent Packer to be 
retrieved with the picker after milling over the outside of the Packer.
Mill-Out Subs are commonly installed between the Packer and the Seal Bore Extension in installations 
utilising floating seal units.
Mill-Out Subs are available in a range of lengths to suit specific requirements,as well as a variety of 
standard and premium materials to accommodate virtually any well environment.

SEAL BORE PACKER ACCESSORIES

+ Low Alloy Steel

+ High Strength Alloy Steel
Standard Applications

High Pressure Applications

+ Cr-M Alloy Steels
H2S and CO2 Applications

+ Inconel Alloys
Severe Corrosion Applications

RE-ENTRY GUIDE
Re-Entry Guides are a standard bottom for all Packers unless ordered otherwise. The 
Wireline Re-Entry Guide is available with a choice of thread connections to connect to 
Seal Bore Extensions, Mill-Out Extensions or Tubing run below a Packer.
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+ ID Restrictions + Thread Connection+ Tubing Size, Weight & Grade + Special Material Requirements+ Service (Standard, H2S or CO2)

CONCENTRIC COUPLING
Concentric Couplings are used to connect two Seal Bore Extensions together in order to 
obtain increased seal bore length. These couplings allow for a continuous, concentric seal 
bore connection between seal bore extensions.

ADAPTERS
Tubing Adapters are used for running tail pipe below a Packer, Seal Bore Extension, or 
Mill-Out Sub; Tubing Adapters are available with a choice of tubing threads. Mill-Out 
Adapters are used to connect the Mill-Out Sub to the Packer. Mill-Out Adapters are 
not required for all sizes of Seal Bore Packers.

KNOCK-OUT PLUG
Installation of the Knock-Out Plug, allows the Packer to serve as a temporary Bridge 
Plug, allowing pressure work to be performed above the Packer. The Knock-Out Plug 
is removed with the production tube as the seal assembly is landed and falls to the 
bottom of the well.
Knock-Out Plugs are designed with a pressure-balanced equalisation system in order 
to ensure easy and reliable operation.

FLAPPER
The Flapper Assembly contains a spring loaded flapper-type back pressure valve which 
holds pressure from below only. The valve is opened with the production tube when the 
Seal Assembly is landed into the Packer, and automatically closes when the production 
tube is removed. A differential pressure below the Packer acts across the seal area of 
the flapper, holding it closed. These forces must be overcome with tubing weight to 
open the flapper.

SEAL BORE PACKER ACCESSORIES

WHEN ORDERING PLEASE SPECIFY:
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